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  VS100 Tech Sheet 

Balboa Water Group
System PN 56296

EPN # 3825

Base PCBA - PN 56297
PCB VS100C - PN 24084 Rev A

VL200 (Mini) – PN 55123
VL240 (MVP240) – PN 55080
VL260 (MVP260) – PN 55081
VL401 (LCD Lite Duplex) – PN 54665
VL403 (LED Lite Duplex) – PN 54664
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SENSOR A
SENSOR B
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PUMP TIMEOUTS TABLE 
SWITCH 5 SWITCH 9 LOW SPEED HIGH SPEED
OFF OFF 2 HOURS 15 MINUTES
ON OFF 2 HOURS 30 MINUTES
OFF ON 15 MINUTES 15 MINUTES  
ON ON 30 MINUTES 30 MINUTES

USE EARTH GROUND CONNECTIONS AS INDICATED INSIDE THE SYSTEM ENCLOSURE.
TOTAL OUTPUT AMP DRAW NOT TO EXCEED MAX INPUT RATING OF SPA.

FOR HARDWIRED INSTALLATIONS, A DISCONNECTING MEANS MUST BE INSTALLED 
WITHIN SIGHT FROM THE EQUIPMENT AND AT LEAST 5 FEET (1.52 M) FROM THE 
INSIDE WALLS OF THE POOL, SPA, OR HOT TUB.

CONNECT ONLY TO CIRCUITS PROTECTED BY A CLASS A GFCI.

FOR SUPPLY CONNECTIONS, USE CONDUCTORS SIZED ON THE BASIS OF 
60°C AMPACITY BUT RATED MINIMUM OF 90°C.
TORQUE RANGE FOR MAIN TERMINAL BLOCK (TB1): 27-30 IN. LBS. (31.1-34.5 kg cm)

USE COPPER CONDUCTORS ONLY.
EMPLOYER UNIQUEMENT DES CONDUCTEURS DE CUIVRE. 
#6 AWG MIN. WIRE = 90°  

*SWITCH 1 IS NORMALLY OFF ALL UNUSED SWITCHES SHOULD BE OFF

TEST MODE OFF*
UNUSED, P1, TEMP, LIGHT
DUPLEX PANEL
N/A MUST BE OFF
SEE PUMP TABLE
60HZ OPERATION
STD, ECON, SLEEP ALLOWED
DEGREES FAHRENHEIT
SEE PUMP TABLE
HIGH AMP - HEAT W/P1 HI

TEST MODE ON*
P1, LT, TEMP DOWN, TEMP UP
MINI PANEL
N/A MUST BE OFF
SEE PUMP TABLE
50HZ OPERATION
STANDARD MODE ONLY
DEGREES CELSIUS
SEE PUMP TABLE
LOW AMP - NO HEAT W/P1 HI

1
2
3
4
5
6
7
8
9
10

OFF POSITION  DIP SWITCH # ON POSITION

BONDING GROUND
(INSTALLED)

NEUTAL
WHITE

GROUND

GFCI CORD FOR 120VAC INSTALLATION ONLY.
240VAC INSTALLATION MUST BE HARDWIRED.

LINE 1
BLACK

HEATER

1.0 KW @ 120VAC

REMOVE JUMPER
FOR 240V HEATER

ADD LINE 2

SET DIP SWITCH 10 TO
OFF WITH 240V HEATER. 

FOR 240V HEATER

4.0 KW @ 240VAC

PN 56296

J11 HI/LOW

JUMPER POSITION 
IF HEATER IS 240V

Wiring Configuration and DIP Settings

Setup 1 (As Manufactured)

Panel Button Assignments
1=Unused
2=Pump 1

3=Temp
4=Light

Panel Button Positions

1 2 3 4
1

4 2
3

, p

1=Pump 1
2=Light

3=Temp Down
4=Temp Up
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   DIP 

SSID 100 59 41  
DIP  

A1    ( OFF. 
A2 “ON” : :  1, , ,  * 

“OFF” : : ,  1,  
A3 “ON” : * 

“OFF” :  Lite Duplex  Digital Duplex   
A4 N/A (  OFF) 
A5  1 ,  1  1 
A6 “ON” : 50Hz  

“OFF” : 60Hz  A5  
A7 “ON” :  

“OFF” : Std/Ecn/Sleep  
A8 “ON” :  

“OFF” :  
A9  1 ,  1 

A10 “ON” :  ( ) 
“OFF” : ( ) 

*             A2 A3 ON . 
 . 

 
 
 
 
 

,  . 
. 

 
 
 
 

: 
 DIP  
 Switchbank  
 Balboa  

 

 
1 2 3 4 

 
 
 

1 2 3 4 

 
 

1=  3=  
2=  1 4=  

1=  1 3=  
2 = 4 = P a g e  5  5 5 2 9 6 _ 9 7 _ A X 3

VS100 
 
 
 

1   
 
A9 Low-spd Hi-spd 

OFF 2 hours 15 min 
OFF 2 hours 30 min 
ON 15 min 15 min 
ON 30 min 30 min 

OFF  
ON  
OFF  
ON  

 
J43  

1 
3 

4 2 
A3: OFF 

 
 
 
A3:ON 
 
 
 
 
 
A2: OFF 
 
A2:ON 

面板按�位置

面板按�分配
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: VS100 120V J29)  

 
Balboa  : 120V ; 

. 

 
:  

Balboa . 

 

 

 

 

 

 

Balboa 120V 60Hz 

            -  

                                          

                                                       120V  

                   ( )  

 
 
 
 
 
 
 
 
 
 
 

PUMP 

 

 

 

 

 

 
K4 K1 

 

 

 

 

 

 

 

G 

 
 

 
 
 
 
 
 
 
 
 
 
 

 

120V  

 
--  

B 

J23 

 
 

 
 
 
 

 
 
 

 
F2 

OZONE 

J29 

K5 



Page 9
56296_97_A_Chinese_VS100_Tech Sheet_2013-06-19

  Duplex 
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WarmCoolJets Light

VL240 (MVP240) 
PN 55080 with Overlay PN 11745 
● WarmCoolJets Light

VL260 (MVP260) 
PN 55081 with Overlay PN 11746 
●

VL401 (Lite Digital) 
PN 54665 with Overlay PN 11885 
●

Jets Light WarmCool

VL200 (Mini Panel)
PN 55123 with Overlay PN 11852 
●

Heat

JetsJets Light Cool Warm

VL403 (Lite Digital)
PN 54664 with Overlay PN 11884 
● J1

Lite Digital)

Heat

JetsJets Light Cool Warm


